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HM 220118
certificate

2023-06-01
no.
dated

Translation In any case, the German original shall prevail.

GS Certificate

KITO Europe GmbH
Heerdter Lohweg 93
40549 Düsseldorf
GERMANY

Name and address of the
holder of the certificate:
(customer)

Lever hoistProduct designation:

LX003, LX005Type:

- GS-HM-24 “Winches, lifting and pulling equipment and
their components“, 02-2022

- DIN EN 13157 “Cranes - Safety - Hand powered cranes“, 2010-07
- AfPS GS 2019:01 PAK

Testing based on:

Test report: No. 2022-0005-03 dated 2023-05-30
No. 2022-0005-02 dated 2022-07-15

Intended use:
Lifting and lowering of loads

Remarks:
This certificate replaces the certificate HM 220118 dated 2022-08-15.

Manufacturer:
Kito Hoist Thai Co., LTD.
Chonburi 20160, THAILAND

Further details:

The type tested meets the requirements specified in article 20 para. 3 of the German Product
Safety Act. The holder of the certificate is entitled to affix the GS mark shown overleaf to the
products complying with the type tested. At that, the holder of the certificate shall observe the
conditions specified overleaf.
The present certificate including the right to affix the GS mark is valid until: 2027-08-14

Further provisions concerning the validity, the extension of the validity and other conditions
are laid down in the Rules of Procedure for Testing and Certification.

Dr. Björn Otte
Head of Testing and Certification Body
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1.

2.

3.

4.

5.

The holder of the certificate shall comply with the conditions to be observed in the
production of the product specified overleaf in order to ensure conformity with the tested
type.

The person responsible for the production has been obliged to observe the conditions
according to 1. and to accept the control measures.

The GS mark shall only be applied and it shall only be used in advertising, if the conditions
according to article 24 of the German Product Safety Act are met.

The Testing and Certification Body shall withdraw the allocation of the GS mark from the
holder of the certificate if the requirements according to article 20 para. 3 of the German
Product Safety Act are modified or the conditions according to 1. are not met.

The Testing and Certification Body shall, in regular intervals, carry out control measures
for monitoring the production and the correct application of the GS mark.

Reverse side of the GS Certificate HM 220118

GS mark

Standard design
Approved design for a
height of 20 mm or less:
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